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MODEL BSP-6-8
SPECIFICATION
Nominal Diameter 155mm/61/2”
Impedance 8ohms
Frequency Range Fs-10,000Hz
Max. Power 20W
Power Rating 15Wrms
Sensitivity(SPL) 90dB(1W/1M)
MATERIALS
Basket Steel
Cone Paper
Surround Paper
Voice Coil @25mm/PSV
Magnet Ferrite/970mm/5.00z

THIELE-SMALL PARAMETERS

Free Air Resonance(Fs) 110Hz
Suspension Compliance(Cms) 0.35mm/N
Moving Mass(Mms) 5.99
Mechanical Q Factor(Qms) 7.98
Electrical Q Factor(Qes) 1.92

Total Q Factor(Qts) 1.55
Equivalent Volume(Vas) 10.2

RDC DC Resistance(Re) 6.20hms
Effective Cone Area(Sd) 143.1cm*
Force Factor(BL) 3.63Tm
Reference Efficiency(1]o) 0.68%
PACKING 36PCS/CTN:

CARTON:692*445*227mm
(0.070 M7CTN)
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32PCS/CTN:

CARTON:650*440*360mm
(0.103 M7CTN)
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24PCS/CTN:

CARTON:550*360*255mm
(0.0505 M'/CTN)
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(0.0453 M'/CTN)




DESIGNED IN USA

www.smarvo.com.tw | www.smarvomusic.com
sales@smarvo.com.tw

SMarvO"

PROFESSIONAL BASS

BA-8
110
105
100
95 H
90 H A
85 = \
80 T
75 Y
- AN
60
55
50
20 40 100 200 500 1K 2K 5K 10K 20K
N28S-8-50
110
105
100
95
i A
80
75 \\
70
65 \
60 A\ S
55
50
20 40 100 200 500 1K 2K 5K 10K 20K
MODEL BA-8
SPECIFICATION
Nominal Diameter 205mm/8”
Impedance 8ohms
Frequency Range Fs-10,000Hz
Max. Power 30w
Power Rating 15Wrms
Sensitivity(SPL) 90dB(1W/1M)
MATERIALS
Basket Steel
Cone Paper
Surround Cloth
Voice Coil ®25mm/ASV
Magnet Ferrite/©70mm/5.40z
THIELE-SMALL PARAMETERS
Free Air Resonance(Fs) 73Hz
Suspension Compliance(Cms) 0.4mm/N
Moving Mass(Mms) 11.79
Mechanical Q Factor(Qms) 2.64
Electrical Q Factor(Qes) 1.97
Total Q Factor(Qts) 1.12
Equivalent Volume(Vas) 29.1
RDC DC Resistance(Re) 5.6ohms
Effective Cone Area(Sd) 227.0cm®
Force Factor(BL) 3.9Tm
Reference Efficiency(1]o) 0.6%
PACKING 32PCS/CTN:

CARTON:650*440*360mm

(0.103 MYCTN)
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12PCS/CTN:

CARTON:540*445*215mm
(0.052 M7CTN)
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MODEL SP-8/MA155
SPECIFICATION
Nominal Diameter 205mm/8”
Impedance 4ohms
Frequency Range Fs-12,000Hz
Max. Power 40W
Power Rating 20Wrms
Sensitivity(SPL) 91dB(1W/1M)
MATERIALS
Basket Steel
Cone Paper
Surround Cloth
Voice Coil @25mm/ASV
Magnet Ferrite/970mm/5.40z
THIELE-SMALL PARAMETERS
Free Air Resonance(Fs) 79Hz
Suspension Compliance(Cms) 0.41mm/N
Moving Mass(Mms) 10.1g
Mechanical Q Factor(Qms) 4.97
Electrical Q Factor(Qes) 1.49
Total Q Factor(Qts) 1.15
Equivalent Volume(Vas) 29.4
RDC DC Resistance(Re) 3.2ohms
Effective Cone Area(Sd) 226.9cm®
Force Factor(BL) 3.27Tm
Reference Efficiency(1]o) 0.92%
PACKING 32PCS/CTN:

CARTON:650*440*360mm
(0.103 M7CTN)
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MODEL BA-10 BA-10A-4 EC1 8-2-300W
SPECIFICATION
Nominal Diameter 254mm/10° 260mm/10” 256mm/10”
Impedance 8ohms 4ohms 8ohms
Frequency Range Fs-7,000Hz Fs-12,000Hz Fs-10000Hz
Max. Power 80W 240W 600W
Power Rating 40Wrms 120Wrms 300Wrms
Sensitivity(SPL) 93dB(1W/1M) 96dB(1W/1M) 95dB(1W/1M)
MATERIALS
Basket Steel Steel Steel
Cone Paper Paper Paper
Surround Cloth Cloth Cloth
Voice Coil $25mm/ASV ¢38mm/KSV ®»50mm/KSV
Magnet Ferrite/80mm/11.20z Ferrite/ 126mm/340z Ferrite/ 0156mm/57.40z
THIELE-SMALL PARAMETERS
Free Air Resonance(Fs) 73Hz 58Hz 54Hz
Suspension Compliance(Cms) 0.39mm/N 0.35mm/N 0.28mm/N
Moving Mass(Mms) 12.2g 18.99 30.5¢g
Mechanical Q Factor(Qms) 2.7 2.8 3.3
Electrical Q Factor(Qes) 2.0 0.6 0.45
Total Q Factor(Qts) 1.14 0.5 0.4
Equivalent Volume(Vas) 28.5 65.7 60.5
RDC DC Resistance(Re) 5.6ohms 3.6ohms 6.20hms
Effective Cone Area(Sd) 390.4cm* 362.9cm* 387.0cm*
Force Factor(BL) 4.0Tm 6.6Tm 11.9Tm
Reference Efficiency(1]o) 0.54% 2.5% 2.0%
PACKING 8PCS/CTN: 8PCS/CTN: 4PCS/CTN:

CARTON:545*480*250mm
(0.065 MYCTN)

CARTON:490*550*260mm
(0.007 MY/CTN)

CARTON:490*280*250mm
(0.0343 MYCTN)
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SPECIFICATION
Nominal Diameter 254mm/10”
Impedance 4ohms
Frequency Range Fs-7,500Hz
Max. Power 100W
Power Rating 50Wrms
Sensitivity(SPL) 92dB(1W/1M)
MATERIALS
Basket Steel
Cone Paper
Surround Cloth
Voice Coil »25mm/ASV
Magnet Ferrite/®100mm/160z
THIELE-SMALL PARAMETERS
Free Air Resonance(Fs) 60Hz
Suspension Compliance(Cms) 0.31mm/N
Moving Mass(Mms) 22.79
Mechanical Q Factor(Qms) 4.72
Electrical Q Factor(Qes) 1.18
Total Q Factor(Qts) 0.94
Equivalent Volume(Vas) 65.7
RDC DC Resistance(Re) 3.6ohms
Effective Cone Area(Sd) 390.3cm®
Force Factor(BL) 5.12Tm
Reference Efficiency(1]o) 1.17%
PACKING 8PCS/CTN:

CARTON:545*480*250mm
(0.0654 M7CTN)
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Fs-6,500Hz
200W
100Wrms
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6PCS/CTN:

CARTON:675*290*275mm
(0.054 M/CTN)
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CARTON:675*290*275mm

(0.054 M’/CTN)
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MODEL M6C-10
SPECIFICATION
Nominal Diameter 261mm/10”
Impedance 4ohms
Frequency Range Fs-5,000Hz
Max. Power 400W
Power Rating 200Wrms
Sensitivity(SPL) 96dB(1W/1M)
MATERIALS
Basket Steel
Cone Paper
Surround Cloth
Voice Coil $P49mm/KSV
Magnet Ferrite/ 145mm/47.60z
THIELE-SMALL PARAMETERS
Free Air Resonance(Fs) 60Hz
Suspension Compliance(Cms) 0.17mm/N
Moving Mass(Mms) 4.12g
Mechanical Q Factor(Qms) 3.8
Electrical Q Factor(Qes) 0.27
Total Q Factor(Qts) 0.25
Equivalent Volume(Vas) 31.3
RDC DC Resistance(Re) 3.1ohms
Effective Cone Area(Sd) 363 cm’
Force Factor(BL) 13.4Tm
Reference Efficiency(1]o) 2.5%
PACKING 6PCS/CTN:

CARTON:700*280*250mm
(0.049 M/CTN)
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5.53Tm

2.2%

8PCS/CTN:

CARTON:550*485*250mm
(0.067 M'/CTN)
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6PCS/CTN:

CARTON:672*290*280mm
(0.0546 M'/CTN)
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MODEL ES1040-8
SPECIFICATION
Nominal Diameter 258mm/10”
Impedance 8ohms
Frequency Range Fs-5,500Hz
Max. Power 300W
Power Rating 150Wrms
Sensitivity(SPL) 93dB(1W/1M)
MATERIALS
Basket Steel
Cone Paper
Surround Cloth
Voice Coil »51mm/KSV
Magnet Ferrite/ 135mm/40.50z
THIELE-SMALL PARAMETERS
Free Air Resonance(Fs) 49Hz
Suspension Compliance(Cms) 0.26mm/N
Moving Mass(Mms) 40.8¢g
Mechanical Q Factor(Qms) 6.0
Electrical Q Factor(Qes) 0.41
Total Q Factor(Qts) 0.38
Equivalent Volume(Vas) 54.6
RDC DC Resistance(Re) 4.3ohms
Effective Cone Area(Sd) 386.8cm®
Force Factor(BL) 11.5Tm
Reference Efficiency(1]o) 1.51%
PACKING 6PCS/CTN:

CARTON:700*280*250mm
(0.049 M7CTN)
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CARTON:490*550*260mm
(0.007 MYCTN)
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MODEL EC1260F-8-300W BSP-12/70-4
SPECIFICATION
Nominal Diameter 307mm/12” 316mm/12”
Impedance 8ohms 4ohms
Frequency Range Fs-10000Hz Fs-3,500Hz
Max. Power 600W 140w
Power Rating 300Wrms 70Wrms
Sensitivity(SPL) 95dB(1W/1M) 94dB(1W/1M)
MATERIALS
Basket Steel Steel
Cone Paper Paper
Surround Cloth Cloth
Voice Coil »50mm/KSV »38mm/ASV
Magnet Ferrite/156mm/57.40z Ferrite/120mm/160z
THIELE-SMALL PARAMETERS
Free Air Resonance(Fs) 47Hz 41Hz
Suspension Compliance(Cms) 0.23mm/N 0.37mm/N
Moving Mass(Mms) 50.2g 40.3g
Mechanical Q Factor(Qms) 4.1 2.53
Electrical Q Factor(Qes) 0.61 0.61
Total Q Factor(Qts) 0.53 0.49
Equivalent Volume(Vas) 103.0 145.3
RDC DC Resistance(Re) 6.20hms 3.60hms
Effective Cone Area(Sd) 564cm * 530.6cm’
Force Factor(BL) 12.3Tm 7.8Tm
Reference Efficiency(1]o) 1.7% 1.62%
PACKING 3PCS/CTN: 4PCS/CTN:

CARTON:810*340*160mm
(0.044 MYCTN)

CARTON:555*345*280mm
(0.0536 M’/CTN)
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THIELE-SMALL PARAMETERS
Free Air Resonance(Fs)
Suspension Compliance(Cms)
Moving Mass(Mms)
Mechanical Q Factor(Qms)
Electrical Q Factor(Qes)

Total Q Factor(Qts)
Equivalent Volume(Vas)
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MODEL BA-15A-4
SPECIFICATION
Nominal Diameter 386mm/15”
Impedance 4ohms
Frequency Range Fs-12,000Hz
Max. Power 400W
Power Rating 200Wrms
Sensitivity(SPL) 95dB(1W/1M)
MATERIALS
Basket Steel
Cone Paper
Surround Cloth
Voice Coil »35mm/KSV
Magnet Ferrite/®140mm/44.30z

44Hz

0.19mm/N

71.5g

2.17

0.74

0.55

186.7

3.00hms

839.8cm®

8.9Tm

2.0%

4PCS/CTN:

CARTON:685*415*340mm
(0.096 MYCTN)
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387mm/15”
8ohms
Fs-10000Hz
600W
300Wrms
94dB(1W/1M)
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Cloth

@50mm/TIL

Ferrite/ 156mm/57.40z

36Hz
0.19mm/N
104.4g

907.5cm’

15.5Tm

1.6%

4PCS/CTN:

CARTON:710*415*350mm
(0.103  M’CTN)

BSP-1
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2PCS/CTN:

CARTON:420*420*410mm
(0.072 M’/CTN)
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MODEL ES1040-8

SPECIFICATION
Nominal Diameter 258mm/10”
Impedance 8ohms
Frequency Range Fs-5,500Hz
Max. Power 300W
Power Rating 150Wrms
Sensitivity(SPL) 93dB(1W/1M)
MATERIALS
Basket Steel
Cone Paper
Surround Cloth
Voice Coil O51mm/KSV
Magnet Ferrite/®?135mm/40.50z
THIELE-SMALL PARAMETERS
Free Air Resonance(Fs) 49Hz
Suspension Compliance(Cms) 0.26mm/N
Moving Mass(Mms) 40.8g
Mechanical Q Factor(Qms) 6.0
Electrical Q Factor(Qes) 0.41
Total Q Factor(Qts) 0.38
Equivalent Volume(Vas) 54.6

RDC DC Resistance(Re) 4.3ohms
Effective Cone Area(Sd) 386.8cm*
Force Factor(BL) 11.5Tm
Reference Efficiency(1]o) 1.51%
PACKING 6PCS/CTN:

CARTON:700*280*250mm
(0.049 MYCTN)
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FR15-8

386mm/15”
8ohms
Fs-4,500Hz
240W
120Wrms
95dB(1W/1M)
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@50mm/KSV

Ferrite/ 145mm/33.40z

42Hz

0.23mm/N
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237.6

5.6ohms

854.8cm*

9.6Tm

1.8%

4PCS/CTN:

CARTON:710*415*350mm
(0.103 M’CTN)

TRV15-8

386mm/15”
8ohms
Fs-3,500Hz
200w
100Wrms
96dB(1W/1M)
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P65mm/KSV
Ferrite/156mm/49.70z

45Hz

0.18mm/N

69.4g

3.85

0.6

0.52

188.6

4.8ohms

854.8 cm®

12.4Tm

2.7%

4PCS/CTN:

CARTON:710*415*350mm
(0.0103 MYCTN)




